


Assembly - Cantilever Racking
Align the feet with all anchor points 
facing the same way

Fix 6 bolts per foot with the nuts and 
washers on the inside of the frame

Fit end caps onto the open end of all 
arms by tapping down with a mallet

Measure spacing between arms and 
adjust to required distance

Fit bolts above arm
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Torque all bolts to the relevant settings Fixing information Measure the diagonal to make sure the 
uprights are square before adding the 
crossbraces and diagonal braces

Fit crossbrace and diagonal braces as 
per supplied diagram

Torque all bolts to the relevant settings Fixing information

Place the first two uprights close to the 
installation location on top of bearers 
that allow you to access the underside 
of the uprights

Wear appropriate 
clothing, protective
 gloves and footwear
 are recommended

If in doubt please
contact your
supplier

Please read 
these instructions 

Inspect all packages
for damage and check
that all the components ordered
are included

 

Assembly should be undertaken
by at least 2 competent persons

 

Tools required

 

We recommend
this product is
�xed to the �oor

 

Caution! 
During assembly

Take care when 
handling heavy objects

Build on a suitable
 level �oor surface

Allow adequate 
working space 
and be aware of others
working around you

Dispose of packaging
materials responsibly

Warning

Never climb on the structure

Do no lean ladders, 
steps or other 
objects against the shelving

Always use safety
steps to reach high
shelves

Load heavy items
on the lower shelves

This product is designed for 
hand loading only

Do not use in damp
or wet environments

Ensure that maximum
load carrying capacities
are not exceeded

Please refer
to the loading
chart supplied
for details

 

Recommended Torque Details

Bracing Fixings M12 Fixings 98nm

Arm Fixings M12 Fixings 98nm
  M16 Fixings 244nm

    NB Washers to be fitted behind nuts at
    each location

Floor Fixings
Refer to manufacturers 

detailed instructions
(found in fixing box)
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Installation Instructions - Cantilever Racking
Slowly lift with a forklift from the top 
crossmember. Never lift more than one 
starter bay and one extension bay built 
at once

Add shims as
required to level, 
drill and locate 
floor anchors
(do not tighten yet)

To add an extension bay to an existing
rack, start by aligning the upright close to 
the rack on top of bearers that allow you 
to access the underside of the upright

Fit the arms and feet as per assembly 
instructions 2-8

Unbolt the lowest crossbrace and add 
the extension crossbrace to the other 
side of the upright
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With a man watching each side,
position the racking

Note: Illustrations not to scale

Lift the upright using either a strap 
around the top arm or by fitting an extra 
arm on the rear and lifting as close as 
possible to the upright

Torque all bolts to the relevant settings Fixing information

Once the run is 
complete check 
the alignment
and level of the 
complete run, 
adding shims 
when required 
before tightening 
all floor anchors

Adding an Extension Bay - Cantilever Racking

With the forklift in place, attach the 
remaining crossbraces by unbolting the 
adjacent brace and joining the two side 
by side

WHEN
WORKING AT 

HEIGHT
USE A SAFE
WORKING

METHOD AND 
TAKE ALL
RELEVANT

PRECAUTIONS

Recommended Torque Details

Bracing Fixings M12 Fixings 98nm

Arm Fixings M12 Fixings 98nm
  M16 Fixings 244nm

    NB Washers to be fitted behind nuts at
    each location

Floor Fixings
Refer to manufacturers 

detailed instructions
(found in fixing box)
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CL: 04/12

Installation - Double Sided Cantilever Racking
Follow instructions 1- 15

Once the racking 
is secured in the 
vertical position, 
starting at the top 
and working down 
fit the arms

Fit 6 bolts per foot with the nuts and 
washers on the inside of the frame

Torque all bolts to the relevant settings Fixing information
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4 Note: Illustrations not to scale

Add shims as
required to level,
drill and locate
floor anchors

Only once the run is complete tighten 
all floor anchors to the manufacturer’s 
instructions (found in fixing box)

Note: Illustrations not to scale

The information contained in this 
leaflet was accepted as correct at the 
date of publication. However, the
manufacturer reserves the right to 
make any necessary changes, in 
line with product development and 
improvement. Although all reasonable 
care has been taken to make it as 
complete and accurate as possible,
no liability can be accepted for any
inaccuracies or omissions.

31 32 33

WHEN
WORKING AT 

HEIGHT
USE A SAFE
WORKING

METHOD AND 
TAKE ALL
RELEVANT

PRECAUTIONS

Recommended Torque Details

Bracing Fixings M12 Fixings 98nm

Arm Fixings M12 Fixings 98nm
  M16 Fixings 244nm

    NB Washers to be fitted behind nuts at
    each location

Floor Fixings
Refer to manufacturers 

detailed instructions
(found in fixing box)

28 29 30


